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(2) Placement in such owner or opera-
tor’s landfill will not present a risk of 
contamination of any ‘‘underground 
source of drinking water’’ (as that 
term is defined in 40 CFR 270.2). 

[45 FR 33232, May 19, 1980, as amended at 47 
FR 12318, Mar. 22, 1982; 47 FR 32369, July 26, 
1982; 50 FR 18374, Apr. 30, 1985; 50 FR 28750, 
July 15, 1985; 51 FR 19177, May 28, 1986; 57 FR 
54461, Nov. 18, 1992; 58 FR 46050, Aug. 31, 1993; 
60 FR 35705, July 11, 1995; 70 FR 34585, June 
14, 2005; 71 FR 16912, Apr. 4, 2006; 71 FR 40276, 
July 14, 2006; 75 FR 13006, Mar. 18, 2010] 

§ 265.315 Special requirements for con-
tainers. 

Unless they are very small, such as 
an ampule, containers must be either: 

(a) At least 90 percent full when 
placed in the landfill; or 

(b) Crushed, shredded, or similarly 
reduced in volume to the maximum 
practical extent before burial in the 
landfill. 

[50 FR 16048, Apr. 23, 1985] 

§ 265.316 Disposal of small containers 
of hazardous waste in overpacked 
drums (lab packs). 

Small containers of hazardous waste 
in overpacked drums (lab packs) may 
be placed in a landfill if the following 
requirements are met: 

(a) Hazardous waste must be pack-
aged in non-leaking inside containers. 
The inside containers must be of a de-
sign and constructed of a material that 
will not react dangerously with, be de-
composed by, or be ignited by the 
waste held therein. Inside containers 
must be tightly and securely sealed. 
The inside containers must be of the 
size and type specified in the Depart-
ment of Transportation (DOT) haz-
ardous materials regulations (49 CFR 
parts 173, 178 and 179), if those regula-
tions specify a particular inside con-
tainer for the waste. 

(b) The inside containers must be 
overpacked in an open head DOT-speci-
fication metal shipping container (49 
CFR parts 178 and 179) of no more than 
416-liter (110 gallon) capacity and sur-
rounded by, at a minimum, a sufficient 
quantity of sorbent material, deter-
mined to be nonbiodegradable in ac-
cordance with § 265.314(e), to com-
pletely sorb all of the liquid contents 
of the inside containers. The metal 

outer container must be full after it 
has been packed with inside containers 
and sorbent material. 

(c) The sorbent material used must 
not be capable of reacting dangerously 
with, being decomposed by, or being ig-
nited by the contents of the inside con-
tainers in accordance with § 265.17(b). 

(d) Incompatible wastes, as defined in 
§ 260.10 of this chapter, must not be 
placed in the same outside container. 

(e) Reactive waste, other than 
cyanide- or sulfide-bearing waste as de-
fined in § 261.23(a)(5) of this chapter, 
must be treated or rendered non-reac-
tive prior to packaging in accordance 
with paragraphs (a) through (d) of this 
section. Cyanide- and sulfide-bearing 
reactive waste may be packaged in ac-
cordance with paragraphs (a) through 
(d) of this section without first being 
treated or rendered non-reactive. 

(f) Such disposal is in compliance 
with the requirements of 40 CFR part 
268. Persons who incinerate lab packs 
according to the requirements in 40 
CFR 268.42(c)(1) may use fiber drums in 
place of metal outer containers. Such 
fiber drums must meet the DOT speci-
fications in 49 CFR 173.12 and be over-
packed according to the requirements 
in paragraph (b) of this section. 

[46 FR 56596, Nov. 17, 1981, as amended at 55 
FR 22686, June 1, 1990; 57 FR 54461, Nov. 18, 
1992; 71 FR 40276, July 14, 2006; 75 FR 13006, 
Mar. 18, 2010] 

Subpart O—Incinerators 

SOURCE: 46 FR 7680, Jan. 23, 1981, unless 
otherwise noted. 

§ 265.340 Applicability. 

(a) The regulations of this subpart 
apply to owners and operators of haz-
ardous waste incinerators (as defined 
in § 260.10 of this chapter), except as 
§ 265.1 provides otherwise. 

(b) Integration of the MACT standards. 
(1) Except as provided by paragraphs 
(b)(2) and (b)(3) of this section, the 
standards of this part no longer apply 
when an owner or operator dem-
onstrates compliance with the max-
imum achievable control technology 
(MACT) requirements of part 63, sub-
part EEE, of this chapter by con-
ducting a comprehensive performance 
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